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catalogue
number

031.02.050
031.02.100
031.02.250
031.02.500
031.02.901
031.02.902

neck
NS sizevolume
NS 19/26
NS 19/26
NS 29/32
NS 29/32
NS 29/32
NS 29/32

50 ml
100 ml
250 ml
500 ml
1000 ml
2000 ml

pack
quantity
1 piece
1 piece
1 piece
1 piece
1 piece
1 piece

catalogue
number

031.04.050
031.04.100
031.04.250
031.04.500
031.04.901
031.04.902

neck
NS sizevolume
NS 19/26
NS 19/26
NS 29/32
NS 29/32
NS 29/32
NS 29/32

50 ml
100 ml
250 ml
500 ml
1000 ml
2000 ml

pack
quantity
1 piece
1 piece
1 piece
1 piece
1 piece
1 piece

catalogue
number

031.06.050
031.06.100
031.06.250
031.06.500
031.06.901

neck
NS sizevolume
NS 19/26
NS 19/26
NS 29/32
NS 29/32
NS 29/32

50 ml
100 ml
250 ml
500 ml
1000 ml

pack
quantity
1 piece
1 piece
1 piece
1 piece
1 piece

 Manufactured from heat resistant, 
durable borosilicate glass with 
graduation marks printed on the body 
according to ISO 4800. 
 

 Thick wall and reinforced rim 
prevent breakage during washing and 
transportation.

 Perfectly grinded NS necks with 
smooth interior are manufactured 
according to DIN 12242 standard.

 Volume graduations and inscriptions 
are printed with white enamel.

 Supplied with P.E stopper and an 
interchangeable PTFE stopcock which 
does not require greasing.

 Manufactured from heat resistant, 
durable borosilicate glass with 
graduation marks printed on the body 
according to ISO 4800.
 

 Thick wall and reinforced rim 
prevent breakage during washing and 
transportation.

 Perfectly grinded NS necks with 
smooth interior are manufactured 
according to DIN 12242 standard.

 Volume graduations and inscriptions 
are printed with white enamel.

 Supplied with P.E stopper and an 
interchangeable PTFE stopcock which 
does not require greasing.

 Manufactured from heat resistant, 
durable borosilicate glass with 
graduation marks printed on the body 
according to ISO 4800.
 

 Thick wall and reinforced rim 
prevent breakage during washing and 
transportation.

 Perfectly grinded NS necks with 
smooth interior are manufactured 
according to DIN 12242 standard.

 Volume graduations and inscriptions 
are printed with white enamel.

 Supplied with P.E stopper and an 
interchangeable PTFE stopcock which 
does not require greasing.

FUNNELS - “separating”
“squib” - “graduated”

FUNNELS - “separating”
“conical” - “graduated”

FUNNELS - “separating”
“cylindrical” - “graduated”


