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catalogue
number

catalogue
number

041.01.040
041.01.060
041.01.080
041.01.100
041.01.120
041.01.150

041.02.040
041.02.060
041.02.080
041.02.100
041.02.120
041.02.150

funnel
diameter
40 mm
60 mm
80 mm
100 mm
120 mm
150 mm

funnel
diameter
40 mm
60 mm
80 mm
100 mm
120 mm
150 mm

pack
quantity

pack
quantity

10 pieces
10 pieces
10 pieces
10 pieces
6 pieces
6 pieces

1 piece
1 piece
1 piece
1 piece
1 piece
1 piece

glass
funnel

P.P
funnel

041.03.080 041.04.080

funnel
diameter

funnel
diameter

80 mm 80 mm

pack
quantity

pack
quantity

1 piece 1 piece

catalogue
number

041.05.040
041.05.060
041.05.080
041.05.100
041.05.120
041.05.150

funnel
diameter
40 mm
60 mm
80 mm
100 mm
120 mm
150 mm

pack
quantity
1 piece
1 piece
1 piece
1 piece
1 piece
1 piece

 Manufactured from heat 
resistant, durable borosilicate 
glass with short stem according 
to ISO 4798 standard.

 60° cone filtering angle 
guarantees excellent adaptation 
of the filter papers.

 Manufactured from 
translucent polypropylene 
with short stem according to 
ISO 4798 standard.

 60° cone filtering angle 
guarantees excellent adaptation 
of the filter papers.

 Manufactured from 
borosilicate glass with long 
stem according to ISO 4798 
standard.

 60° cone filtering angle 
guarantees excellent 
adaptation of the filter papers.

 Internal helicoid ribs 
increase the filtering speen 
also prevent back pressure 
and airlocks.

 Manufactured from 
translucent polypropylene 
with short stem according to 
ISO 4798 standard.

 60° cone filtering angle 
guarantees excellent 
adaptation of the filter papers.

 Internal helicoid ribs 
increase the filtering speen 
also prevent back pressure 
and airlocks.

 Manufactured from 
translucent polypropylene 
with short stem according to 
ISO 4798 standard.

 Helicoid ribs increase the 
filtering speed also prevent 
back pressure and airlocks.

 60° cone angle for perfect 
adaptation of the filter papers.

FUNNELS 
“glass” - “plain”

FUNNELS 
“P.P” - “plain”

FUNNELS 
“glass” - “analitical”

FUNNELS 
“P.P” - “analitical”

FUNNELS  - “polypropylene” - “ribbed”

FUNNELS  - “powder” - “P.P & glass”

P.P
funnels

041.07.065
041.07.080
041.07.100
041.07.120
041.07.150

glass
funnels

041.08.060
041.08.080
041.08.100
041.08.120

funnel
diameter
65 mm
80 mm
100 mm 
120 mm 
150 mm

cone
NS size
14/23
19/26
24/29
29/32

pack
quantity
1 piece
1 piece
1 piece
1 piece
1 piece

 Manufactured from polypropylene or from borosilicate glass 
specially for transfering powders.

 Stem guarantees perfect fit to the flask necks and large bore 
diameter guarantees fast delivery of the material. 


